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REV.NO. | _REVISION DESCRIPTION | DATE | APPROVED
Multi bracket
P.C.D 250
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5 BRACKET | SUS304 | 1
©) 4 SHAFT | sus3o+ | 2
3 BEACON PC 1
- z 2 | BASE COVER | ALDC12 | 1
- o 1 | BASE BODY | ALDC12 | 1
LB 5 NO. | PART NAME | MATERIAL | Q'Ty
P.C.D 250 |
®— - INPUT_SIGNAL 2 WIRE
o ° O SUPPLY VOLTAGE 15~30V_DC
) 0 ‘ W OUTPUT SIGNAL 4~20mA DC
LOAD RESISTANCE | MAX 10000 /30V DC
29 Electrical Connections PT ADJUSTMENT AUTO CAL.
PROTECTION 1P66
LINEARTY +0.5% F.S.
HYSTEREISIS +0.5% F.S.
® SENSITVITY +0.2% F.S.
35.36,
\
;
% u —SPECIFICATIONS
Body Material  (Switches / Sensors N4 1
Nechorico Switches 2 g %( oo, MECHANICAL SWITCH Model LSB—-1000
00 : 2 x SO D (& — Protection class IP67 (optionally IP68)
'D,fF :S:n:O:PDT ] " Switches / Sensors SPDT,
LsB-1| | o . Aurinum ;u?oriiz & ::rzs—vs—n 80 ° Operating Temperature —40 ~ +100°C (-40 ~ +212°F)
die—cast | ["g :y'z,"xsm;w 46.5 68.5 Electrical Connections PT 3/4. NPT 3/4, PF 1/2, NPT 1/2, M20 x 1.5
Hone, i . .
odJ: 2 x SPDT Body Materical / Painting Aluminum die—cast / powdered—coating
Hermetically—sealed proximity Sensors -
oC: 2 x MS-20 Weight 0.8 kg
o s " . . Electrical Number of Electrical o
Position Transmitter Protection class Beacon / Indicator " . Feedback Shaft Mounting Bracket
o Co Pl concr—cenex LSB1000 MULTI BRACKET
o N : None oA : PF 3/4 Rotary Type N [SOWTRE [ | PRODUCT A :
50 : None o A : Beacon Indicator 90°C | B : NPT 3/4 Rotary T, E?:ggn;BOXZO e fm D #
=1 : Position Transmitter | ° £ * We@iberProot 1287 (Open / Close) 9C:PF1/2 1022 psc SN NAMUR shaft | o 2 : 30 x 80 x 30 CHECKED _ [Kim. K . W SCALE :  1:1y00m -
(4 ~ 20mA 24VDC) : P! 5 D : Other flow direction | D : NPT 1/2 o F : Fork lever 03:30 x 130 x 30 APPROVED _ Kim. K . W SIZE : A5 LSB - 1000
indicator (L or T port) [ E : M20 X 1.5 o 4:30 x 130 x 50 DATE Y
5H:PG 135 o M : Multi-size Bracket| [quwimy DNENSON o DHG No. ‘
P PG-LSB-02 A
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