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ouT 1 (NPT 1/4 SUP 1 (N)PT 1/4 50
" Om— 2-M8x1.25P TR —SPECIFICATIONS
1N VA T e 0 — Input_Signal 4 = 20 mA @ 24 VIC
I\ [ Voltage Drop 8.5 VOC @ 20mA (425 Q)
C 7E ° - o + n Min. / Max. Current 3.6 mA / 50mA
- E i > T Required Load Voltage Without HART : 8.5 VDC (' 425Q)
8 44.5 3 \ ‘ ‘ Pl ‘ 9 (=0 @ 20mA) With HART : 9.2 VDC (I 4600)
7 ) - T ) . 1.4 — 7.0 bar (20 — 100 psi)
= Air Supply Pressure Filtered compressed dry and non—oiled air
®7 Output Pressure 0 — 100% supply air pressure / single or double action
28.5|_ 42 28 vy -
Shut—off Value Range 0 — 5% of position signal
. Electrical Connections Air Capacity 80 !/min = 4.8 Nm’/h = 2.8 scfm (Sup = 1.4 bar)
& 4 |PRESSURE GAUGE| STS304 2 o N 1.3 t/min = 0.08 Nm’/h = 0.05 scfm
& Air Consumption
v K 3 | FEEDBACK LEVER | STS304 | 1 - (Sup = 14 ~ 6 bar)
D o o © ,_|+(x-_k‘K 2 BASE COVER ALDC12 1 Humidity Limits < 90% RH, non—condensing
\ C g 181 1 BASE BODY ALDC12 1 Stroke e Linear type : 5 ~ 80mm (max, up to 150mm)
| | A | 40 19 4-—M8x1.25P NO. | PART NAME | MATERIAL | Q'Ty _ / hng Rotary type : 0 ~ 90° (rT]OX- up to 1007)
. Speed 1 — 1000 ( lowest 1, highest 1000 )
N | LCD Indicati 4~digit LCD indicator
| LEVER TYPE SIZE —A- | SZE —B—|SIZE -C—|SIZE —D-
LEVER —A— (10~40mm) | 133 7 3 16 -~ [ INPUT_ SIGNAL 2 WIRE Soan Time — ___2 ms -
TEVER —B— (10~80mm) | 194 » o 16 (&) SUPPLY VOLTAGE 12~30V DC Valve Action Position 0—100% / direct action(DA) / reverse action(RA)
LEVER —C- (80~150mm)| 280 150 2 16 = = 31 OUTPUT SIGNAL 4~20mA DC Characteristic Curve Linear, EQ. % (1:25 or 1:50), Quick open
] ! ® :EE)J LOAD RESISTANCE |MAX 10000 /30V DC Linearity <= 0.3%/sensitivity <= 0.2%/hysteresis <=0.2%
« J PT ADJUSTMENT AUTO CAL. Operating Temperature - 30 ~ +70°C
— 1] N PROTECTION P66 "
i Ll Protection Class IP66, flame, KC Ex d lIB+H, T6 IP66
E Protection Class — o (&) LINEARTY +0.5% F.S. Bod IM terial proot ( . - )
e HYSTEREISIS +0.5% FS. y Materia Aluminum die—cast
o F : Flameproof 26.5 SENSITMTY $0.2% F.S. Pneumatic Connections PT(Rc) 1/4 or NPT 1/4
Sst (KC Ex d IIB+H, T6 IP6E) Electrical Connections 2 x PF(G) 1/2 or NPT 1/2
o W : Weatherproof to IP66 Weight 2.5 kg
| C TME :
Pl rover-cenex
Feedback Lever Pressure Gauges Position Feedback gfr?nTmunicntion Electrical Connections Mounting Bracket htp://ww.power- SMART VALVE POSITIONER (SSL)
NANE [ SIGNATURE ROJ: 3 PRODUCT NAVE :
DRAVIN Kim. D . H )
o N : None . _ o N : None —
5 A : Stroke (5 ~ 40mm) |o N : None 5 0 : Position transmitter | = N : None 03 .(l:lt"(::z)m;)/‘r PFE)/2 | © ' ! DN / IEC 534 CHECKED Kim.K.vz‘ SCALE 11| wopes
F|oB: Stroke (5 ~ 80mm) | o1 : 6 bar (30psi) | (4 ~ 20mA output signal) | o H : HART 4 NPT 1/4 — NPT 1/2 o R : Multi-size bracket APROVED _[Kim. K . W SIE : M3 SSL
o C : Stroke (up to 150mm)| o 2 : 10 bar (150psi)| o L : 2 x alarm limit communication : 5 : PT(RC) 1/4 — M20 x 1.5 for DIN VDI/VDE 3845 DATE TG =
o M: O+ ; C X 1-91 (130x30x50 bracket on request) QUANTITY DIMENSIN :_mm g
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